
COLLECTION |  COUNTRY
COLOR | BROWN SUGAR

Wood species |  Oak
Grade | Character
Constructions | 3-layer T&G Engineered Flooring
Size | 15 х 190 х 600...2100 mm ( "  х 7 ½” х 2’...7')
Finish |

Product # 1172-3529

over radiant heating systems.

— Air humidity 40% – 65%
— Temperature +18 °С  –  +22 °С

+18 °С 

+22 °С 

STORAGE AND USAGE :INSTALLATION :

COSWICK HARDWOOD FLOORING  І TECHNICAL INFORMATION

recommended to use the product 2-4 times a year.

MAINTENANCE  AND CARE CONDITIONS :

Scratch resistance

Slip resistance

Wear resistance

EN 438

EN 438-2

Repairability

CLASSIFICATION SURFACE CHARACTERISTICS :

EN 13442Resistance to chemical agents

EN 15676

Not rated

Not rated

Medium

50 (SRV dry)

Class 5 (Except blue ink)

Sheen

FINISH :

Finish warranty

Type of coating

DESCRIPTION :

 SILK MAT FINISH

Semi-closed pores, wire brushed

Matte 2-7 GU/60°

-

CONSTRUCTION : 3-LAYER T&G ENGINEERED FLOORING

Content:

Weight

H x W x L

Content:

Weight

H x W x L

BOX  PALLET

Deviation on Width

Deviation on Thickness ± 0,2 mm

± 0,2 mm

≤ 0,5 % of length

≤ 0,2 % of plank width

≤ 0,1 % of length

≤ 0,2 % of width

EN 13489

EN 13489

ГОСТ 862.3

Cup

Length

Width

Thickness                                                           

Joint type

Microbevel

Average length

DIMENSIONS : PACKAGING :

DEVIATIONS :

23 kg

95 x 225 x 2150 mm

 51 lb

4" х 10" х 85"

E1

Structural warranty

Formaldehyde emission class
Fire resistance

Thermal resistance
Pentachlorophenol content

Thermal conductivity

CHARACTERISTICS :

None

Lifetime

EN 14342

190 mm (7 ½)

600 ...2100 mm (2’...7')

15  mm ( " )

tongue and groove (T&G)

0,5 mm

950 kg

1120 x 905 x 2160  mm

2100 lb

44" х 36" x  85"

24,31 sq.ft. 972,70 sq.ft.

Solid wood lamella 3,2 mm 

Solid wood lamella 3,1 mm

 Birch middle core 8,7 mm 

Cork compensators

0,158 W/(m·K)

1,19 mm (4’)

GRADE  :  CHARACTER

Knot

Сolour variation

Checks 

Slope of grain

Pith

Permitted

Medullary ray

Bark pocket

Permitted

DESCRIPTION : DESCRIPTION :

No limit (after �lling)

Permitted

Sound sapwood No limit

No limit

No limit (after �lling)

Permitted �lled up to 3mm in width
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